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| 5"(TYP) T gj ©
WALL PANEL 92 -
gs tgz N
N 6" —= w ik "’\mi 1”DIA. BACKER ROD
o P .
== SEE < FULL LENGTH OF EACH
“l Efl ol DETAIL"AY < | 2@ T JOINT TYPICAL
n|< e Cl wiZ " "
W= el 115" pIA | <oF 12 9
oot WEEP HOLE ~| QZ ‘ '
<R x=z-
NEET B/ | £=z5
~ | =%
l}j.‘z / F INISHED =
a8 £ GRADE W
- = B A .
= 1" 1
« 2 BEARING DETAIL —
L 3
=
- V4 & 3" CHAMFER —<%
L (TYPICAL AT
] HORIZONTAL
T 12" GRAVEL EDGES ONLY)
2'-0"DIA (TYP) TYPE I & II POSTS
2"—6"DIA (TYP) TYPE I11 PQST

TYPICAL SECTION

SECTION A-A

]

RETAINING/NOISE —]
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EMBANKMENT SIDE MARK
THIS SIDE TO MAKE
SURE IT IS PLACED
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[, —FRONT FACE

1 "CLEARANCE

FIVE #4 LONGITUDINAL
BARS AS SHOWN

WWF 3 x 6— W16 x W16
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BOTTOM DF‘AX
PANEL
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(RETAINING/NOISE WALL PANEL ONLY)

EMBANKMENT
SIDE

NOTES:
1.

CHAMFER EXPOSED CONCRETE CORNERS AS SHOWN.

2. PROVIDE 2”

WHERE NOTED OTHERWISE.

COVER TO REINFORCING STEEL EXCEPT

3. SEE ROADWAY PLANS FOR LOCATION AND HEIGHT OF
PRECAST RETAINING/NOISE WALL.

4. ALL PANELS ARE 11’

SEE STD DWG SW 2

-5

LONG AND 5"

THICK.

“NOISE WALL PLACEMENT AREA”

FOR ADDITIONAL PLACEMENT INFORMATION.

DESIGN DATA

AASHTO GUIDE SPECIFICATIONS FOR STRUCTURAL DESIGN OF SOUND BARRIERS.
4A(AE) f'c= 5,000 psis
B(AE) f'c= 2,500 psi
Ib./F+3

CONCRETE CLASS
CONCRETE CLASS

EARTH PRESSURE = 36

1" DIA BACKER ROD

SECTION B-B

fs (REINF.)= 24,000 psi;
(FOR HOLES AROUND POSTS ONLY)

n=8.
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